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Permit Application

GENERAL INFORMATION: Please read these instructions carefully before submitting the work for review

This application must be completed and signed by both the property owner and qualifier. Both signatures must be notarized. Please print legibly
or type in order not to delay your application. During the processing of your application, you may be asked to submit additional information.
There may be additional permits and reviews required from other governmental agencies not affiliated with City of West Miami.

APPLICATION:
Plan Process Number Master Permit Number Sub-Permit Number

Job Address:

Address Unit number City State Zip Code

Folio Number: Linear Feet: Square Feet:

Lot: Block: Units: Stories:

Subdivision: PB: PG: Value of Proposed Work: __ Est. Bldg. Value: __

Current Use of Property: Tax Assessed Value:

Proposed Use of Property: Flood Zone: Base Floor Elev.:

Description of Work: Homeowner’'s Association:

Dumpster permit to be included? Yes NO 1 affirm that there [] are or [] are no restrictive covenants
associated with the underlying property that would affect the
pending application. Failure to disclose this information shall result

Tenant Information: Unit Number-: in the immediate revocation of any type of permit or cerlificate of
use/occupancy.

Check Permit Type Check Permit Change Check Type of Improvement

Building Change of Contractor New Construction Deck/Concrete flatwork

Electrical Permit Renewal Exterior Alteration Shutters

Mechanical Plan Revision Interior Alteration Garage Doors

Plumbing Permit Extension Addition Storage Shed

Public Works Repair Railings

Zoning Repair due to Fire Stairs

Demolish Windows/Doors

Screen Enclosure Roofing

Driveway Sign

Fence Gazebo/Pergola/
Pavillion / Trellis

Pool Other
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Architect Information Engineer Information

Name: Name:

License Number: License Number:

Address: Address:

Telephone Number: Telephone Number:

Email address Email address
Property Owner Contractor

Name: Company Name

Address: Qualifier

Home Telephone: License Number

Business Telephone: Address

Email Address Telephone Number

Plans Processing Contact Person

Name: Email;

Telephone Number:

Bond Company (if applicable) Mortgage Lender

Name: Name:

Address: Address:

City: State: Zip City: State: Zip
Does Property have Homestead Exemption Email Address

Classification Of Proposed Work

Residential [ ] Duplex [] Townhouse [] Multi Family [] Commercial [[] Industrial] Other []

Effective Code Occupancy. Construction Type
Zoning: Variance Number: Remarks:
OWNER AFFIDAVIT

Application is hereby made to obtain a permit to do the work and installation as indicated. | certify that no work or installation has commenced prior to the
issuance of a permit and that all work will be performed to meet the standards of all laws regulating construction in this jurisdiction. | understand that a separate
permit must be secured for ELECTRICAL, MECHANICAL, PLUMBING, SIGNS, WELLS, POOLS, ROOFING, SHUTTERS, WINDOWS, FURNACES, BOILERS,
HEATERS, TANKS, FENCE, DRIVEWAYS and AIR CONDITIONERS, ETC. In addition to the requirements of this permit, there may be additional restrictions found
in the Public Records, and there may be additional permits required from other governmental entities.

, the owner of the property, have disclosed all information related to any work that has been performed in the prior twelve months to the Building Division
as part of this application. Further, | am fully aware that if the cumulative cost of work to my home or business under this and any other permit equals or exceeds
fifty percent of the fair market value of the structure, the entire structure must meet the present federal flood criteria for finished floor elevation. | am also fully aware
that if the cost of work to my home or business under this and any other permit equals or exceeds fifty per cent of the replacement cost of the structure, then the
entire structure must conform to current code requirements of the Florida Building Code.

|, the owner of the property, understand that a permit application is subject to denial and a validated permit or permit card is subject to revocation or
modification based upon applicable deeds, covenants, declarations, easements and any other legal restriction. By issuing a permit, the City of West Miami
makes no representation as to the existence or validity of any property restriction.

I, the owner of the property certify that all the foregoing information is accurate and that all work will be done in compliance with all applicable laws
regulating construction and zoning.

WARNING TO OWNER: YOUR FAILURE TO RECORD A NOTICE OF COMMENCEMENT MAY RESULT IN YOUR PAYING
TWICE FOR IMPROVEMENTS TO YOUR PROPERTY. A NOTICE OF COMMENCEMENT MUST BE RECORDED AND POSTED
ON THE JOB SITE BEFORE THE FIRST INSPECTION. IF YOU INTEND TO OBTAIN FINANCING, CONSULT WITH YOUR
LENDER OR AN ATTORNEY BEFORE COMMENCING WORK OR RECORDING YOUR NOTICE OF COMMENCEMENT.

Signature of Owner OR Owner’s Agent Signature of Qualifier

State of Florida, County of State of Florida, County of

Swaorn to (or affirmed) and subscribed before me by means of Swaorn to (or affirmed) and subscribed before me by means of
___physical presence OR ____ online notarization on this ___ —__Pphysical presence OR ___ online notarization on this __
day of .20 day of ,20_ .

by (print name) by (print name)

Notary Signature Notary Signature

Personally known [] or 1.D. Personally known or I.D.

Type of identification produced: Type of identification produced:
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IMPORTANT NOTICES

Section 1-5(J), Construction or Repairing of Buildings, the erection, demolition, alteration or repair to any building is strictly prohibited
between the hours of 7:00 p.m. and 8:00 a.m. Monday through Friday and Saturday the hours of 7:00 p.m and 9:00 a.m. and
permitted from 10:00 a.m. through 7:00 p.m. on Sundays.

All construction sites must be maintained in a clean and orderly condition free from construction debris. Failure to do so will resultin a
fine and a suspension of inspections until said property is cleaned.

Streets and neighboring properties shall be kept free from dirt and debris.

Swales must be protected from damage by equipment or vehicles and sidewalks cannot be blocked.

Portable Toilets for construction jobs require a separate permit. If toilet is not available, the inspection will not be performed.

Water cannot be discharged into the right of way or storm drains without the approval of the Public Works Department.

No equipment or materials can be stored on the right of way; they must only be stored on your property.

Florida Department of Health approval is required for applications involving Septic Tanks. Department of Environmental Resources
Management (DERM) and /or Miami-Dade Water and Sewer Department approval is required for applications involving sewers and

water. The tree section of the Department of Environmental Resources Management (DERM) approval is required on all landscape
plans and on all tree removal applications.



CITY OF WEST MIAMI
BUILDING DEPARTMENT
901 SW 62" AVE
WEST MIAMI, FL 33144
305-266-4214
FAXi# 305-266-6574
EMAIL: BUILDINGDEPARTMENT@CITYOFWESTMIAMI.ORG

SUNSHINE TICKET NUMBER

DATE: / /

PERMIT NUMBER:

To Whom It May Concern:

The undersigned, as owner of the property located at West Miami,
Florida hereby absolves of any and all legal responsibility for any claims, loss, damage or expense
which may arise as a result of the placement of a fence in the utility easement area. Furthermore,
| have contacted the following utilities and have received their consent.

Sunshine Network 1-800-432-4770

Ticket Number Date

* NOTE: Please allow minimum of four (4) working days after last call for field check before
returning to the Building Department for final zoning approval.

Sincerely,

Property Owner

Print Name



UNIFORM COLOR CODE

FOR MARKING
UNDERGROUND UTILITY LINES

White | PROPOSED EXCAVATION

| TEMPORARY SURVEY MARKINGS

ELECTRIC POWER LINES, CABLES,

CONDUIT AND LIGHTING CABLES
GAS, OIL, STEAM, PETROLEUM
Yellow OR GASEOUS MATERIALS

9= 1sls-1| COMMUNICATION, ALARM OR SIGNAL
—bd] LINES, CABLES OR CONDUIT

m POTABLE WATER

m RECLAIMED WATER, IRRIGATION
AND SLURRY LINES

m SEWER AND DRAIN LINES

Know what's below.
Call 31l before you dig.
www.DigSafeWA.com
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Regulatory & Economic Resources
11805 S.W. 26th Street

Miami, Florida 33175—-2474
786—-315-2100
miamidade.gov/building

D i STANDARD CHAIN LINK FENCE DETAIL

i
Zeopertt!"! CODE: FBC 2023, 8th EDITION. SECT. 2224
Address:
Fence Height: FT Fence Length: FT DATE:

FHRKKK

IMPORTANT FOR USE AS A POOL BARRIER **#*x*x

RESIDENTIAL SWIMMING POOLS BARRIERS SHALL COMPLY WITH SECTIONS 454.2.17.1 THROUGH 454.2.17.3.

OUTDOOR SWIMMING POOLS SHALL BE PROVIDED WITH A BARRIER COMPLYING WITH FLORIDA BUILDING CODE SECTIONS 454.2.17.1.1 THROUGH 454.2.17.1.14.

ACCESS GATES SHALL BE EQUIPPED WITH A SELF-CLOSING SELF—-LATCHING LOCKING DEVICE LOCATED NO LESS THAN 54 INCHES FROM THE BOTTOM OF THE GATE. ~
DEVICE RELEASE MECHANISM SHALL BE LOCATED ON THE POOL SIDE OF THE GATE AND SO PLACED THAT [T CANNOT BE REACHED BY A YOUNG CHILD OVER THE ~
OR THROUGH ANY QPENING OR GAP. GATES THAT PROVIDE ACCESS TO THE SWIMMING POOL MUST OPEN OUTWARD AWAY FROM THE POOL.

THE TOP OF THE BARRIER SHALL BE AT LEAST 48 INCHES ABOVE GRADE MEASURED ON THE SIDE OF THE BARRIER WHICH FACES AWAY FROM THE SWIMMING POOL.
THE MAXIMUM VERTICAL CLEARANCE BETWEEN GRADE AND THE BOTTOM OF THE BARRIER SHALL BE 2 INCHES MEASURED ON THE SIDE OF THE BARRIER WHICH FA(
AWAY FROM THE SWIMMING POOL.

MAXIMUM MESH SIZE FOR CHAIN LINK FENCES SHALL BE A 2 %INCH SQUARE UNLESS THE FENCE IS PROVIDED WITH SLATS FASTENED AT THE TOP OR BOTTOM WH
REDUCE THE OPENINGS TO NO MORE THAN‘H‘I\ YINCHES.
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| GALVANIZED STEEL TUBE. 7
TERMINAL POST ———1 , | LINE POST
SEE TABLE [T SEE TABLE i
2224 FOR SIZE | 2224 FOR SIZE i AN
| 2 /<
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| 10-0° MAX | 7 \(// X
il 1 /4
TENSION | ' G
BOND \ ] |
]
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B M o W el ||
* SEE TABLE 2224 ] ' [ " |+ SEE TABLE 2224
FOR FOOTING SiZE | ** g = FOR FOOTING SIZE
TABLE 2224
CHAIN LINK FENCE MINIMUM REQUIREMENTS
Terminal Post Dimensions Line Post Dimensions Terminal Post Concrete Line Post Concrete
. (o.d. x wall (o.d. x wall Foundation Size Foundation Size
Fence Height (ft) thickness) thickness) (diameter x depth) (diameter x depth)
(in inches) (in inches) {in inches) (in inches)
Upto4 2%, % 0.042 1% « 0.047 10 x 24 8 x 24
Over4to 5 2%, x 0,042 174 x 0.055 10 x 24 8 <24
Over5to 6 2%, % 0.042 17/ < 0.065 10~ 24 8 <24
Over6to 8 23, % 0.110 2%, # 0,095 10 » 36 10 x 36
Over 8 to 10 27, % 0.110 23, % 0.130 12 > 40 10 ~ 40
Over 10to 12 271y ¥ 0.160 27 % 0.120 12 x 42 12 » 42
NOTES:
1. THIS TABLE IS APPLICABLE ONLY TO FENCES WITH UNRESTRICTED AIRFLOW.
2. FABRIC: 121/2 GAUGE MINIMUM.
3. TENSION BANDS: USE ONE LESS THAN THE HEIGHT OF THE FENCE IN FEET EVENLY SPACED.
4. FABRIC TIES: MUST BE MINIMUM THE SAME GAUGE OF THE FABRIC.
5.  FABRIC TIE SPACING ON THE TOP RAIL: FIVE TIES BETWEEN POSTS, EVENLY SPACED.
6. FABRIC TIE SPACING ON LINE POSTS: ONE LESS THAN HEIGHT OF THE FENCE IN FEET, EVENLY SPACED.
7. EITHER TOP RAIL OR TOP TENSION WIRE SHALL BE USED.
8. BRACES MUST BE USED AT TERMINAL POSTS IF TOP TENSION WIRE IS USED INSTEAD OF TOP RAIL.
9. POST SPACING: 10 FOOT (3 M) ON CENTER MAXIMUM.
10. POSTS SHALL BE EMBEDDED TO WITHIN 6 INCHES (152 MM) FROM THE BOTTOM OF THE FOUNDATION.
11. IN ORDER TO FOLLOW THE CONTOUR OF THE LAND, THE BOTTOM OF THE FENCE MAY CLEAR THE

CONTOUR OF THE GROUND BY UP TO 5 INCHES (127 MM) WITHOUT INCREASING TABLE VALUES TO THE

NEXT HIGHER LIMIT.



Standard Horizontal Aluminum Fence

Date of application: Job Address:

Fence Height.  Fence Length Ln.Ft:

»****IMPORTANT FOR USE AS A POOL BARRIER*****
Outdoor swimming pools shall be provide with a barrier complying with the Florida Building Code Sections
454.2.17.1.1 through 424.2.171.14. Access gates shall be quipped with a self-closing self-latching locking device
located no less than 54 inches from the bottom of the gate. The device release mechanism shall be located on the
pool side of the gate and so placed that it cannot be reached by a young child over the top or through any opening
or gap. Gates that provide access to the swimming pooi must open outward away from the pool. The top of the
barrier shall be at least 48 inches above grade measured on the side of the barrier which faces away from the
swimming pool.
The maximum vertical clearance between grade and the bottom of the barrier shall be 2 inches measured on the
side of the barrier which faces away from the swimming pool. Openings in the barrier shall not allow passage of a 4"

2° SQxOOBS 2°X17 x 0.062
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PEDESTRIAN GATE DEEP FOOTING. FENCE DETAIL
8N, 18"
EMBEDMENT

1. This detail does not cover Electrical and Zoning requirements.
2. Member sizes are minimum value.
3. For any variation of this design, the applicant must provide specific signed and sealed plan.



City of West Miami Building Department
901 SW 62 Avenue
West Miami, Florida 33144

Standard Wood Fence |
Section 2328 FBC www.cityofwestmiamifl.com
6’-0” Maximum

Fence Height: FT Fencelength: _ FT

=eerx IMPORTANT FOR USE AS A POOL BARRIER ******

Outdoor swimming pools shall be provided with a barrier complying with Florida Building
Code Sections 424.2.17.1.1 through 424.2.17.1.14.

Access gates shall be equipped with a self-closing self-latching locking device located no
less than 54 inches from the bottom of the gate. The device release mechanism shall be located on

the pool side of the gate and so placed that it cannot be reached by a young child over the top or
through any opening or gap. Gates that provide access to the swimming pool must open outward

away from the pool.
The top of the barrier shall be at least 48 inches above grade measured on the side of the
barrier which faces away from the swimming pool.

The maximum vertical clearance between grade and the bottom of the barrier shall be 2
inches measured on the side of the barrier which faces away from the swimming pool.
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OUALITY METALS PANELS POOLAZPLICATCES
4 T PER FBC POOL ACCESS. GATE WHEN PROVIDE SHALL COMPLY WITH FBC
4542 AND MUST BE AT LEAST 48" ABOVE GRADE & EQUIPPED WITH A SEL

CLOSING , SELF LATCHING LOCKING DEVICE NOT LESS THAN 54° FROM BOT
OF GATE MUST OPEN OUTWARD AWAY FROM POCL. DOUBLE GATES SHALL

GENERAL NOTES:

1. ALL WORK SHALL CONFORM TO FLORIDA BUILDING CODE 2023.

2. T IS THE INTENT OF THESE DRAWINGS TO BE IN ACCORDANCE WH
APPLICABLE  CODES ~ AND  AUTHORIIES HAVING ~ JURISDICTION. ~ ANY

DISCREPANCIES BETWEEN THESE ORAWINGS AND APPUCABLE CODES SHALL BE
IMMEDIATELY BROUGHT TO THE ATTENTICN OF THE ENGINEER.

T SHALL BE .THE CONTRACTORS RESPONSIBILTY TO MEET WITH AL
APPUCABLE UTILITY COMPANIES TO VERIFY ALL UNDER— GROUND FACILITES
PRIOR TO THE BEGINNING OF CONSTRUCTION. ALL EXCAVATIONS SHALL
PROCEED WITH EXTREME CAUTION AT ALL TIMES.. IN THE EVENT THAT EXISTING
UTILTIES ARE DAMAGED, [T SHALL BE THE RESPONSIBILTY OF THE
CONTRACTOR TO REPAIR OR REPLACE ALL DAMAGES.

| 4. THIS WORK REQUIRES A BUILDING PERMIT. DO NOT BEGIN WORKING UNTIL A
BUILDING PERMIT IS OBTAINED.

5. CONTRACTOR IS TO FURNISH ALL LABOR, MATERIALS, SERVICES AND
EQUIPMENT NECESSARY TO COMPLETE ALL WORK SHOWN ON THE DRAWINGS
AND SPECIFIED HEREIN.

6. DO NOT SCALE DRAWINGS, DIMENSIONS GOVERN.

7. THE CONTRACTOR SHALL MAKE REQUIRED ARRANGEMENTS, SECURE AND PAY
FOR ALL BARRICADES, ENCLOSURES, AND FENCING AS NEEDED FOR AND
DURING THE PROGRESS TO PROTECT ADJACENT PROPERTIES.

8. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR MEANS AND METHOOS
CONSTRUCTION, AND FOR THE SEQUENCES AND PROCEDURES TO BE USED.

9. CONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARIZING WITH CURRENT SITE
CONDITIONS, AND SHALL REPORT ANY DISCREPANCIES TO THE ENGINEER
PRIOR TO STARTING WORK.

10.CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND EXISTING CONDITIONS AT
THE JOB SITE. ANY DISCREPANCIES BETWEEN PLANS, SECTIONS AND DETAILS
OR THE APPUCABLE CODES OR REGULATIONS SHALL BE BROUGHT TO THE
ATTENTION OF THE ARCHITECT OR ENGINEER DURING BIDDING OR BEFORE
WORK BEGINS IN ORDER TO CLARIFY THE REQUIREMENTS AND TO EFFECT THE
NECESSARY MODIFICATIONS, CHANGES AND /OR INSTRUCTIONS.

11.CONTRACTOR SHALL BE RESPONSIBLE FOR RESETTING ALL DISTURBED
EXISTING CONDITIONS AND PROPER DISPOSAL OF ANY EXTRA MATERIALS &
CARBAGE FROM THE SITE AFTER COMPLETION GF WORK.

12.THIS FENCE DESIGN IS INTENDED EXCLUSVELY FOR FLAT TERRAIN GROUND
SURFACES AND S LIMITED TO DECORATIVE BARRIER PURPOSES ONLY.

13.COMPUANCE WITH EGRESS REQUIREMENTS (S THE RESPONSIBILTY OF OTHERS
AND MUST BE APPROVED BY A DESIGN PROFESSIONAL BEFORE INSTALLATION

NON-POOL APPLICATIONS:
T PFR FLORIDA FIPE PREVENTION CODES NFPA f, 101, GATES REQURING
EGRESS SHALL HAVE NO LATCHES AND BE FREE SWINGING FOR QUICK

EGRESS BY BUSHING ON THE DOOR ONLY
2. THE GATE SHALL HAVE A HINGE THAT SPRINGS CLOSED ONLY

[

6'-0" MAX. HEI"T

== _.1.1'[____‘_M,_‘:'_' o
i
|
I

0" Wi, HEIGHT / 6
] ><]i
i
: |
|
- B 4441\/
A
Aﬂ
i
|
i
|
.
L
T
|
i
|

HAVE A CANE BAR ON AT LEAST ONE SIDE.
DESIGN LOADS:

1. WIND LOAD AS PER ASCE 7-22 KD=0.85, MIAMI—DADE & BROWARD,
CATEGORY 2 — 115 mph AS PER FBC 2023 SECTION 1616.2.1
EXPOSURE: C
MAX. ALLOWABLE DESIGN PRESSURE= 16.2 PSF

STRUCTURAL STEEL:

T STRUCTURAL STEEL FAS BEEN DESIGNED IN ACCORDANCE WITH THE
BULLDING CODE AND AISC SPECIFICATIONS NINTH EDITION.

SRUCTURAL TUBING A

2. STRUCTURAL STEEL SHALL MEET THE FOLLOWING REQUIREMENTS:

3. ALL STEEL SHALL BE HOT-DEEP GALYANIZED.

4. ALL EXPOSED FERROUS METAL PANELS, RAILS AND POSTS TO BE OF
FACTORY HOT DIP GALVANIZED AND FACTORY PAINTED WITH .
ALKALI-RESISTANCE COATINGS, SUCH AS HEAVY—BODIED BITUMINOUS
PAINT OR WATHER-WHITE MOTHACRYLATE LACQUER
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DOUBLE SWING GATE, SINGLE

© @~ oo

LEGEND:

24GA (MIN.) GALVANIZED METAL SHEET -FENCE.
_ 2°x1"x16GA GALVANIZED STEEL TOP & BOTTOM RAIL.

MANDATORY.

2"x1°x14GA GALVANIZED STEEL FRAME GATE.

(2) 10-16 KWIK FLEX SCREW BY HILTI OR APPROVED EQUAL
HEAVY DUTY HINGE RATED FOR 300§ MIN.

- 2"x1°x16GA GALVANIZED
. $1/4” TAPCON BY READ H

1.

2

3. 2-1/2"x2-1/2"x14GA GALVANIZED STEEL POST.
4. 2"x1"x16GA GALVANIZED

EMBEDMENT, 24 MIN SPACING AND 2-1/2" MIN

10. ISTING CMU OR CONCRETE WALL.
00_pSi_CONCRETE FOOTING TABLE

FENCE & SINGLE SWING GATE
FOOTERS DESIGNED BASED ON F.B.C

PACING

_POST

507 107247 10°X24"

12°X28" 18729

STEEL INTERMEDIATE RAIL OPTIONAL NOT

STEEL POST TO CONNECTED TO WALL.
FAD OR EQUIVALENT, W/ 3—1/4" MIN

A-A SECTION
EDGE DISTANCE. SCALE: 3"=1'-0"
_______ A
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SWING GATE AND FENCE ELEV. TYP.

SCALE: 1/2°=1"-0"

ALTERNATIVE CONNECTION

SCALE: 1/2°=1"-0"
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