Permit Application

City of West Miami

Building Department

901 SW 62nd Avenue

West Miami, FL 33144

Ph: (305) 266-4214
BuildingDeparment@CityofWestMiami.gov

GENERAL INFORMATION: Please read these instructions carefully before submitting the work for review

This application must be completed and signed by both the property owner and qualifier. Both signatures must be notarized. Please print legibly
or type in order not to delay your application. During the processing of your application, you may be asked to submit additional information.
There may be additional permits and reviews required from other governmental agencies not affiliated with City of West Miami.

APPLICATION:

Plan Process Number

Master Permit Number

Sub-Permit Number

Job Address:

Address Unit number City State Zip Code

Folio Number: Linear Feet: Square Feet:

Lot: Block: Units: Stories:

Subdivision: PB: PG: Value of Proposed Work: Est. Bldg. Value:

Current Use of Property: Tax Assessed Value:

Proposed Use of Property: Flood Zone: Base Floor Elev.:

Description of Work: Homeowner’s Association:

Dumpster permit to be included? Yes NO 1 affirm that there [] are or [] are no restrictive covenants
associated with the underlying property that would affect the
pending application. Failure to disclose this information shall result

Tenant Information: Unit Number: in the immediate revocation of any type of permit or certificate of
use/occupancy.

Check Permit Type Check Permit Change Check Type of Improvement

Building Change of Contractor New Construction Deck/Concrete flatwork

Electrical Permit Renewal Exterior Alteration Shutters

Mechanical Plan Revision Interior Alteration Garage Doors

Plumbing Permit Extension Addition Storage Shed

Public Works Repair Railings

Zoning Repair due to Fire Stairs

Demolish Windows/Doors

Screen Enclosure Roofing

Driveway Sign

Fence Gazebo / Pergola /
Pavillion / Trellis

Pool Other
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Architect Information Engineer Information

Name: Name:

License Number: License Number:

Address: Address:

Telephone Number: Telephone Number:

Email address Email address
Property Owner Contractor

Name: Company Name

Address: Qualifier

Home Telephone: License Number

Business Telephone: Address

Email Address Telephone Number

Plans Processing Contact Person

Name: Email:

Telephone Number:

Bond Company (if applicable) Mortgage Lender

Name: Name:

Address: Address:

City: State: Zip City: State: Zip
Does Property have Homestead Exemption Email Address

Classification Of Proposed Work

Residential [ | Duplex [] Townhouse [] Multi Family [ ] Commercial [] Industrial[]  Other []

Effective Code Occupancy Construction Type

Zoning: Variance Number: Remarks:
OWNER AFFIDAVIT

Application is hereby made to obtain a permit to do the work and installation as indicated. | certify that no work or installation has commenced prior to the
issuance of a permit and that all work will be performed to meet the standards of all laws regulating construction in this jurisdiction. | understand that a separate
permit must be secured for ELECTRICAL, MECHANICAL, PLUMBING, SIGNS, WELLS, POOLS, ROOFING, SHUTTERS, WINDOWS, FURNACES, BOILERS,
HEATERS, TANKS, FENCE, DRIVEWAYS and AIR CONDITIONERS, ETC. In addition to the requirements of this permit, there may be additional restrictions found
in the Public Records, and there may be additional permits required from other governmental entities.

|, the owner of the property, have disclosed all information related to any work that has been performed in the prior twelve months to the Building Division
as part of this application. Further, | am fully aware that if the cumulative cost of work to my home or business under this and any other permit equals or exceeds
fifty percent of the fair market value of the structure, the entire structure must meet the present federal flood criteria for finished floor elevation. | am also fully aware
that if the cost of work to my home or business under this and any other permit equals or exceeds fitty per cent of the replacement cost of the structure, then the
entire structure must conform to current code requirements of the Florida Building Code.

l, the owner of the property, understand that a permit application is subject to denial and a validated permit or permit card is subject to revocation or
modification based upon applicable deeds, covenants, declarations, easements and any other legal restriction. By issuing a permit, the City of West Miami
makes no representation as to the existence or validity of any property restriction.

I, the owner of the property certify that all the foregoing information is accurate and that all work will be done in compliance with all applicable laws
regulating construction and zoning.

WARNING TO OWNER: YOUR FAILURE TO RECORD A NOTICE OF COMMENCEMENT MAY RESULT IN YOUR PAYING
TWICE FOR IMPROVEMENTS TO YOUR PROPERTY. A NOTICE OF C OMMENCEMENT MUST BE RECORDED AND POSTED
ON THE JOB SITE BEFORE THE FIRST INSPECTION. IF YOU INTEND TO OBTAIN FINANCING, CONSULT WITH YOUR
LENDER OR AN ATTORNEY BEFORE COMMENCING WORK OR RECORDING YOUR NOTICE OF COMMENCEMENT.

Signature of Owner OR Owner's Agent Signature of Qualifier

State of Florida, County of

State of Florida, County of

Sworn to (or affirmed) and subscribed before me by means of Sworn to (or affirmed) and subscribed before me by means of

—__ physical presence OR ___ online notarization on this — —_ physical presence OR ___ online notarization on this .

day of , 20 . day of , 20

by (print name)

by (print name)

Notary Signature

Notary Signature

Personally known [ or 1.D.

Personally known or 1.D.

Type of identification produced:

Type of identification produced:
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IMPORTANT NOTICES

Section 1-5(J), Construction or Repairing of Buildings, the erection, demolition, alteration or repair to any building is strictly prohibited
between the hours of 7:00 p.m. and 8:00 a.m. Monday through Friday and Saturday the hours of 7:00 p.m and 9:00 a.m. and
permitted from 10:00 a.m. through 7:00 p.m. on Sundays.

All construction sites must be maintained in a clean and orderly condition free from construction debris. Failure to do so will result in a
fine and a suspension of inspections until said property is cleaned.

Streets and neighboring properties shall be kept free from dirt and debris.

Swales must be protected from damage by equipment or vehicles and sidewalks cannot be blocked.

Portable Toilets for construction jobs require a separate permit. If toilet is not available, the inspection will not be performed.

Water cannot be discharged into the right of way or storm drains without the approval of the Public Works Department.

No equipment or materials can be stored on the right of way; they must only be stored on your property.

Florida Department of Health approval is required for applications involving Septic Tanks. Department of Environmental Resources
Management (DERM) and /or Miami-Dade Water and Sewer Department approval is required for applications involving sewers and

water. The tree section of the Department of Environmental Resources Management (DERM) approval is required on all landscape
plans and on all tree removal applications.



City of West Miami
Building Department

REPLACING KITCHEN & BATHROOM CABINETS

Please provide a detailed floor plan for the kitchen clearly showing location of range,
refrigerator, sink dishwasher, microwave or double ovens, etc.

Provide detail of method of attachment at Interior Partitions and at concrete block walls.

As per attached National Electrical Code GFCI protection is required when outlets are
relocated as shown on sketch.
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City of West Miami
901 SW 62" Ave
West Miami, FL 33144
305-266-4214
Fax 305-266-6574



(@) Tslend Counter Spaces, At least onc receptdcle outlet
shall be installed at each island counter spnce with 8 long
dimension of 600 mm (24 in.) ot gregter and 0 short dimen-
cion of 300 mm (12 in.) or greater.

() Peninsulm: Counter Spaces. Al lenst one receptacle
outlet shall be ‘installed at each peninsnlar counler space
with a long dimension of 600 mm (24 in.) or grsater and &
ghort dimension.of 300 mn (12'in.) or grentes. A peninsular
countestop is measured from tlie connecling edge.

(4) Separate Spaces, Counteriop. spnees separaled by
gnge tops, refrigerators, or sinks shall be considered -as
scparate countertop spaces in applying the requirements of
210.52(C)(1), (2), and 3).

(5) Receptacie Outlet Location. Receptacie outlets shall
be located above, but not more than 500 mm (20 in.) above,
the countertop. Receptacte outlets rendered not readily ac-
cessible by appliances fastened in place, appliance garages,
or appliatices occupying dedicated space shall not be consid-
ered as these required outlets. ’

Exception: To comply with the conditions specified in {a)
or(b), receptacle aiulels shall be permitted to be mounted 1ol
more than 300mm (12 in.} below the countertop. Receptacles
mounted below a counteriop in accordance with this excep-
tion shall not be located where the counteriop extends more
than 150 mm (6 in.) beyand its support base.

R )
*Dwelling unit receptacles that serve counteriop spaces in
-Kitchens, dining areas, and similar rooms, as illustrated in
Bxhibit 210.26, are required Lo be installed as follows:

* 1. In each wall spaco wider than 12 in. and spaced so that
' no point along the wall line is more than 24'in. from a
. receplacle
* 9. Not more than 20 in. above the countertop {According
© to 406.4(R), receptacles cannot be installed in a face-
up position. Receptacles installed in a face-up position
~ in acountextop could collect crumbs, liguids, and other
v+ debris, resulting in a potential fire or shock hazard.]
3. At gach countertop island ahd peninsular countertop
< ilh 'a short dimension -of at ledst 12 i, and a long
dimehsion of at least 24 in. (The measurement of a
pefinigular-type counleriop s from the edige connceling
16 Wie nonpeninsular counter.)
4, Aisces"sfblc for use md not blocked by applisnces occu-
. pying dedicated spice or fastencd in place
.8, Yeedl from two or more of the required 20-ampere small-
" appliniice branch cireults and GFCI protected uccording

t6 Z10.8(AX6)
‘.'_I"‘_c\uf-_;f_i‘p 2002 Code, the mAximuIn peimitted height of
"drédeptavleserviig i dountéitop was revised i 240.52(C)(5)

Aipward from 18%ih. 4540 in. 46 o gracical coriéidetation.

R

National Electrical Code Handbook 2008
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Exhibit 210,26 Dwelling unil Yeceplaclas seving countertop
spaces In a kitchen and inslalled in accordance with 21 0.52(C).

(a) Construction for the physically impaired.

(b) Onisland and peninsular connfertops where the count-
erlop is flat across its entire surface (no backsplashes,
dividers, eic.) and there are no means to mount a recep-
tacle within 500 nun (20 in.) above the counlertop, such
as an overhead cabinet.

(D) Bathrooms. In dwelling units, at leastone wall recepta-
cle outlet shall be jnstalled in bathrooms within 900 mm
(3 ft) of the outside edge of each basin, The receptacle outlet
shall be lacated on a wall or partition that is adjacent to the
basin or basin countertop.

Section 210.52()7) requites onc wall recepificle.in éach balli-
room OF a dwelling unit to be-installed adjacait (Withiy,
36 in.) to the. washbasin: Thisteceplacle’is refquiited n addi-
tion to any receptacle that may be part of any {uminnire or
medicioe cabinet. If thére is more (han one washbagin, &
receptacle outlet is.required adjacent to each basin lucation.
IF the, basins-axe in closeproxiimity, ane ‘recepifle pULISt
installed between the:twQ basias might satisfy this cEquife-

ment; $66410.57(D), which prohibits insstillation bf {recep~
tacls inside bathtub and stiowér pfices, ‘Seg Hxhibit 2105

foy-a snuiiple -fectrical ]liy.(f!l_i_( ‘of 4. bathroom: "




SMOKE ALARM PLACEMENT

NFPA 72 11.5.1.1

Required Detection.

Where required by applicable laws, codes, or standards for a specific type of
Occupancy, approved single- and multiple-station smoke alarms shall be installed as
follows:

(1) In all sleeping rooms and guest rooms

(2) Outside of each separate dwelling unit sleeping area, within 6.4 m (21 ft.) of

Any door to a sleeping room, the distance measured along a path of travel

(3) On every level of a dwelling unit, including basements

Ceiling 4 in. min.
R e
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The Florida Senate
2024 Florida Statutes (Including 2025C)

| Title XXXITT Chapter 553 SECTION 883
| REGULATION OF TRADE, BUILDING CONSTRUCTION Smoke alarms in one-family and
COMMERCE, INVESTMENTS, STANDARDS two-family dwellings and
AND SOLICITATIONS townhomes.
‘ Entire Chapter

553.883 Smoke alarms in one-family and two-family dwellings and townhomes.— One-family and two-family
dwellings and townhomes undergoing a repair, or a level 1 alteration as defined in the Florida Building Code, may use
smoke alarms powered by 10-year nonremovable, nonreplaceable batteries in lieu of retrofitting such dwelling with
smoke alarms powered by the dwelling’s electrical system. A battery-powered smoke alarm that is newly installed or
replaces an existing battery-powered smoke alarm as a result of a level 1 alteration must be powered by a
nonremovable, nonreplaceable battery that powers the alarm for at least 10 years. The battery requirements of this
section do not apply to a fire alarm, smoke detector, smoke alarm, or ancillary component that is electronically
connected as a part of a centrally monitored or supervised alarm system; that uses a low-power, radio frequency
wireless communication signal; or that contains multiple sensors, such as a smoke alarm combined with a carbon
monoxide alarm or other multisensor devices, and is approved and listed by a nationally recognized testing
laboratory.

History.—s. 25, ch. 2014-154; s. 24, ch. 2016-129.

Disclaimer: The information on this system is unverified. The journals or printed bills of the respective chambers
should be consulted for official purposes.

Copyright © 2000- 2025 State of Florida.



The Flonda aw helow is in the up and commg Sth: Edmon (2014) Florida Bglldmg Code
“Dgc_lsgng’ The use of the hatterv powered smolcé alarm is for Exlstmg ‘.Buzldmgs onlv, not
new or additions whm)h‘ require har d wire; » ,

I}ffectwc January 1, 2015; a batter y-powcred smoke aIarm that is newlx mstg]led or replaces
an existing batter y-pc-wcred smoke alarm must be powered’ by a nonremovablé, nonreplaceable

battery that powers the alarm for at, least 10-years: The battery requirements of this section do.not
apply to a fire alarm, smoke deteétor, smoke alarm, or ancillary component that is electronically
connected as a part of a centrally monltored or supervised, ala1m system. The néw rules can be

found in Florida Statute 553.883.

“Florida Statutes 553.883

Section 25. Section 553.883, Florida Statutes, is created to read:

553.883 Smoke alarms in one-family and nlvo-family dwellings and towrnhomes.—

One-family and two-family dwellings and townhones under-going a repair, or a level 1
alteration as defined in the Florida Building Code, may use smoke alarms powered by 10-year
nonremovable, nonreplaceable batteries in lieu of retrofitting such dwelling with smoke alarms
powered by the dwelling’s electrical system. Effective January 1, 2015, a battery-powered
smoke alarm that is newly installed or-replaces an existing battery-powered smoke alarm must
be powered by a nonremovable, nonreplaceable baitery that powers the alarm for at least 10
years. The battery requirements of this section do not apply to a fire alarm, smoke detector,
smoke alarm, or ancillary component that is electronically connected as a part of a centrally

monitored or supervised alarm system.”




